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CM 5001, CM 6001 &
CM 8001

CM 5001, CM 6001 &
CM 8001

•  Pivoting titanium tweeter for the best performance and placement flexibility

•  Hardware in place for easy wall mount installation

•  Cutout Template Included
•  Rough-in kit sold separately for CM 6001 model

•  7-Year Transferable Warranty on parts & labor

Speakers to be heard and not seen.Speakers to be heard and not seen.Speakers to be heard and not seen.Speakers to be heard and not seen.Speakers to be heard and not seen.

2-Way, Acoustic Suspension

3/4" liquid cooled titanium
   pivoting tweeter,
6.5" polycone woofer with
   butyl surround

50 - 20 kHz (+/- 3 dB)

5 kHz

20 - 100 Watts RMS / channel

87 dB @ 1 Watt / 1 Meter
(2.83 Volts Pink Noise)

9 1/8" Round x 3" Deep
(7 5/8" cutout)

White / Paintable

9 lbs. per pair

2-Way, Acoustic Suspension

3/4" liquid cooled titanium
   pivoting tweeter,
5.25" polycone woofer with
   butyl surround

60 - 20 kHz (+/- 3 dB)

6 kHz

20 - 80 Watts RMS / channel

86 dB @ 1 Watt / 1 Meter
(2.83 Volts Pink Noise)

8" Round x 2 11/16" Deep
(6 1/2" cutout)

White / Paintable

7 lbs. per pair
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2-Way, Acoustic Suspension

3/4" liquid cooled titanium
    pivoting tweeter,
8" polycone woofer with
    butyl surround

40 - 20 kHz (+/- 3 dB)

4 kHz

20 - 120 Watts RMS / channel

91 dB @ 1 Watt / 1 Meter
(2.83 Volts Pink Noise)

10 7/8" Round x 3 3/4" Deep
(9 5/8" cutout)

White / Paintable

12 lbs. per pair

Building a new home? Remodeling the family room or kitchen? Perhaps you’re looking
to enjoy your favorite music throughout the house. Our custom In-Wall and In-Ceiling
speakers are designed to deliver Pinnacle’s superior performance without being seen.
Great for serious background music or as rear channel speakers, all our custom models
feature titanium dome pivot mount tweeters so you can position the sound source exactly
where you want it. Sophisticated crossover networks ensure that the only thing you
notice is Pinnacle’s high standard for performance.
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